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Calcium Hypochlorite Chlorinator

Proven Performance. Big Benefits.

Question: What is the one thing 

swimmers take for granted each  

and everyday?

Answer: Your water quality expertise.

Particularly when it comes to sanitizing, 

there is no room for error. With 

Westlake Water Solutions PowerBase 

chlorinators you will be adding our 

decades of commercial pool business 

and thousands of pool installations to 

your expertise.

Model 3140AT

Engineered for *

• Indoor pools up to 2,000,000 gallons

• �Outdoor un-stabilized pools up to 

400,000 gallons

• �Outdoor stabilized pools up to 

700,000 gallons

• �NSF 50 certified delivery —  

Up to 22 lbs/hr chlorine

• Tablet storage — 140 lbs.

Specifications

Size.................................. 37” W x 20” D x 50.5” H
	  (Includes piping)

Inlet Connection................ 2˝ Socket

Outlet Connection.............. 2˝ Socket

Electrical requirements**.... Main Power Supply: 120V 20A 
 Control Power Supply: 120V 1A

*�See footnoted information below for more details 
on chlorinator sizing

* �Stabilizer levels assumed to be 15 ppm. Treatable gallons vary depending on factors such as bather load, 
climate, stabilizer level and local health department code requirements. Consult your Westlake Water Solutions 
representative or your regional authorized Accu-Tab® and Acid Rite® Specialist for sizing assistance.

** 220v 50hz power is available upon request.



 Westlake Water Solutions
2801 Post Oak Blvd., Suite 600, Houston, TX 77056 USA

www.westlakewatersolutions.com
WTPCustServ@westlake.com

©2025 Westlake Water Solutions. Accu-Tab is a registered trademark of Westlake.
Disclaimer: The information presented herein is for general informational purposes only. Products are subject to standard terms and conditions of sale, which are available upon request. No warranty, express or implied, 
including, but not limited to, any warranty of merchantability or fitness for a particular purpose, is made, and any and all warranties on such products are limited to those expressly set forth in the applicable entity’s standard 
terms and conditions. Any reliance the user places on the information presented here is strictly at the user’s own risk.
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Easy to Install
• �Two plumbing connections  

(inlet and outlet PVC plumbing)
• �One electrical connection 

(plug included)
• �One chemical controller connection 

(plug included)

Flexible and Easy-to-Operate 
System
• With or without chlorine controller
• �Swimming pools and spray features
• �Very few moving parts – minimizing 

maintenance
• No small openings that can clog
• Inlet strainer included
• �Usually only annual cleaning required

PowerBase Benefits

Accu-Tab Blue SI 3⅛-inch Tablets
Accu-Tab Blue SI 3⅛-Inch calcium hypochlorite tablets are specially engineered and independently 
tested by the labs at NSF International to work in Accu-Tab systems in accordance with NSF/ANSI 
Standard 50 listed.They contain scale inhibitor for cleaner operation. For safety, the tablets have a 
blue-speckled appearance which differentiates them from incompatible chemicals.
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Flexible. Affordable. Reliable.
The Accu-Tab® system combines the patented erosion feeder technology of the PowerBase® chlorinator 

with proprietary 3⅛-inch Accu-Tab Blue SI calcium hypochlorite tablets. Together, the system delivers  

predictable rates of chlorine for commercial pool water applications.




