# Harborlite Safety Data Sheet #2910
**Revision #9**
**Date Revised:** 05/07/2015

## 1. Chemical Product and Company Identification

<table>
<thead>
<tr>
<th>Trade Name(s):</th>
<th>Harborlite® Filter Aids and Functional Additives</th>
</tr>
</thead>
<tbody>
<tr>
<td>Generic Name:</td>
<td>Perlite (expanded or activated)</td>
</tr>
<tr>
<td>Chemical Name:</td>
<td>Amorphous alumina silicate</td>
</tr>
<tr>
<td>Manufacturer:</td>
<td>Imerys</td>
</tr>
<tr>
<td>Address:</td>
<td>1732 North First Street, Suite 450</td>
</tr>
<tr>
<td>City:</td>
<td>San Jose</td>
</tr>
<tr>
<td>State:</td>
<td>CA</td>
</tr>
<tr>
<td>Zip:</td>
<td>95112</td>
</tr>
<tr>
<td>CAS:</td>
<td>93763-70-3</td>
</tr>
<tr>
<td>EINECS:</td>
<td>UNKNOWN</td>
</tr>
<tr>
<td>Formula:</td>
<td>Mixture</td>
</tr>
<tr>
<td>Telephone:</td>
<td>(805) 737-1239</td>
</tr>
<tr>
<td>Emergency:</td>
<td>CHEMTREC – USA: (800) 424-9300</td>
</tr>
<tr>
<td>International:</td>
<td>+01 (703) 527-3887 (collect)</td>
</tr>
</tbody>
</table>

## 2. Hazard Identification

**Summary:** Prolonged and repeated exposure to excessive concentrations of this product's dust, or any nuisance dust, can cause chronic pulmonary disease. Dust contact with eyes may cause temporary scratching or redness. This product has not been classified as a carcinogen by NTP or IARC.

**Medical Conditions Which may be Aggravated:** Pre-existing upper respiratory and lung disease such as, but not limited to bronchitis, emphysema and asthma.

**Target Organ(s):** Lungs, Eyes

**Acute Health Affects:** Transitory upper respiratory or eye irritation.

**Chronic Health Affects:** Prolonged and repeated exposures to excessive concentrations of product dust, in excess of the PEL/TLV, can cause chronic pulmonary disease.

**Primary Entry Route(s):** Inhalation, Dust contact with eyes.

**Inhalation:** Irritation and soreness in throat & nose. In extreme exposures some congestion may occur.

**Eyes:** Temporary irritation or inflammation

| Skin Contact: | NA |
| Skin Absorption: | NA |
| Ingestion: | Not hazardous when ingested |

## 3. Composition/Information on Ingredients

<table>
<thead>
<tr>
<th>Ingredient Name:</th>
<th>CAS Number:</th>
<th>%</th>
<th>PEL and TLV (except as noted)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Perlite - Expanded (Amorphous alumina silicate)</td>
<td>93763-70-3</td>
<td>100</td>
<td>5 mg/M: Respirable nuisance dust. OSHA 10mg/M: Total nuisance dust. ACGIH</td>
</tr>
</tbody>
</table>

## 4. First Aid Measures

**Inhalation:** Remove to fresh air. Drink water to clear throat and blow nose to evacuate dust.

**Eyes:** Flush eyes with large quantities of water. If irritation persists, consult a physician.

| Skin Contact: | NA |
| Skin Absorption: | NA |
| Ingestion: | NA |

## 5. Fire Fighting Measures

**Flash Point (Method):** Nonflammable

**Flammable Limits:** LEL: NA, UEL: NA

**Auto-Ignition Temperature:** NA

**Extinguishing Media:** NA

**Unusual Fire or Explosion Hazards:** None

**Special Fire-Fighting Procedure:** None

## 6. Accidental Release Measures

**Procedure for Spill/Leak:** Vacuum clean dust with equipment fitted with HEPA filter. Use a dust suppressing such as water if sweeping is necessary.

## 7. Handling and Storage

Minimize dust generation and accumulation. Avoid breathing dust. Avoid contact with eyes. Seal broken bags immediately. Continue to follow all SDS/Label warning when handling empty containers.
8. EXPOSURE CONTROLS/PERSONAL PROTECTION

Goggles: GOGGLES OR SAFETY GLASSES WITH SIDESHIELDS ARE RECOMMENDED.
Gloves: NOT NORMALLY REQUIRED.
Respirator: <10X PEL, USE AN N95 QUARTER OR HALF MASK RESPIRATOR; <50X PEL, USE A FULL FACE RESPIRATOR EQUIPPED WITH N95 FILTERS; <200X PEL, USE A POWERED AIR PURIFYING RESPIRATOR (POSITIVE PRESSURE) WITH N95 FILTERS; >200X PEL, USE A FULL FACE, TYPE C SUPPLIED AIR RESPIRATOR (CONTINUOUS FLOW MODE).
Ventilation: USE SUFFICIENT NATURAL OR MECHANICAL VENTILATION TO KEEP DUST LEVEL BELOW PEL.
Other: Special Considerations for Repair/Maintenance of Contaminated Equipment: INSURE PROPER RESPIRATORY PROTECTION.

9. PHYSICAL AND CHEMICAL PROPERTIES

Appearance and Odor: WHITE POWDERY SOLID, NO ODOR.
Boiling Point: NA  Evaporation Rate (μg/ml/day) =1: NA
Specific Gravity (water = 1): 2.2-2.4  Specific Gravity (bulk): .08-.20
Vapor Pressure: NA  Melting Point: 2000 F
% Volatile by Volume: NIL  Water Solubility (%): NEGLIGIBLE
Vapor Density (Air=1): NA  pH: 6.5-7.5

10. STABILITY AND REACTIVITY

MATERIAL IS STABLE.  Chemical Incompatibilities: HYDROFLUORIC ACID
HAZARDOUS POLYMERIZATION CANNOT OCCUR  Conditions to Avoid: NONE IN DESIGNED USE.

11. TOXICOLOGY INFORMATION

Summary: PROLONGED AND REPEATED EXPOSURE TO EXCESSIVE CONCENTRATIONS OF THIS PRODUCT’S DUST, OR ANY NUISANCE DUST, CAN CAUSE CHRONIC PULMONARY DISEASE. DUST CONTACT WITH EYES MAY CAUSE TEMPORARY SCRATCHINESS OR REDNESS. THIS PRODUCT HAS NOT BEEN CLASSIFIED AS A CARCINOGEN BY NTP OR IARC.

12. ECOLOGICAL INFORMATION

GENERALLY CONSIDERED CHEMICALLY INERT IN THE ENVIRONMENT. USED MATERIAL WHICH HAS BECOME CONTAMINATED MAY HAVE SIGNIFICANTLY DIFFERENT CHARACTERISTICS BASED ON THE CONTAMINANT AND SHOULD BE EVALUATED ACCORDINGLY.

13. DISPOSAL CONSIDERATIONS

WASTE IS NOT HAZARDOUS AS DEFINED BY RCRA (40 CFR 261). OTHER STATE AND LOCAL REGULATIONS MAY VARY, CONSULT LOCAL AGENCIES AS NEEDED. USED MATERIAL WHICH HAS BECOME CONTAMINATED MAY HAVE SIGNIFICANTLY DIFFERENT CHARACTERISTICS BASED ON THE CONTAMINANTS AND SHOULD BE EVALUATED ACCORDINGLY.

14. TRANSPORTATION INFORMATION

D.O.T. Proper Shipping Name: PERLITE CRUDE  Hazard Classification: Not Classified
Reportable Quantities: NA  UN (United Nations), NA (North America) Number: NA

15. REGULATORY INFORMATION

RCRA: THIS MATERIAL IS NOT DEFINED AS HAZARDOUS WASTE PER 40 CFR 261.
TSCA: THIS MATERIAL IS LISTED IN THE TSCA INVENTORY, AND IS NOT OTHERWISE REGULATED BY TSCA SEC. 4, 5, 6, 7 OR 12.
CERCLA: MATERIAL IS NOT REPORTABLE UNDER CERCLA, LOCAL REQUIREMENTS MAY VARY.
SARA: 313 HAZARDOUS CATEGORIES - IMMEDIATE AND DELAYED HEALTH, 313 REPORTABLE INGREDIENTS - NONE.
Canada: THIS PRODUCT IS LISTED ON THE DSL.
California Proposition 65: NOT APPLICABLE.
EU (REGULATION (EC) N° 1223/2008): THIS MATERIAL IS LABELED AND SUPPORTED ACCORDINGLY WITH GHS STANDARDS.

16. OTHER INFORMATION

Storage Segregation Hazard Classes: NA
Special Handling/Storage: REPAIR ALL BROKEN BAGS IMMEDIATELY.
Special Workplace Engineering Controls: ADEQUATE VENTILATION TO KEEP DUST LEVEL BELOW PEL.

GHS CLASSIFICATION

Prepared/Revised by: R. Bruce Coogin, Senior EHS Manager, Imerys Filtration Minerals (805) 737-1239
Revisions Made Since Last Version: Includes OSHA Haz Com 2012 compliance with GHS format.

As of the date of preparation of this document, the foregoing information is believed to be accurate and is provided in good faith to comply with applicable federal and state laws. However, no warranty or representation with respect to such information is intended or given. Always assume that unless this document is viewed on the Imerys Filtration technical library, this document may not be fully current and up-to-date. Please log onto www.worldminerals.com and find the technical library section for the most recent and up-to-date SDS. End of SDS.